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rolling glass door walls 


























































2 panel unit—scale V 2 full size 




EXTERIOR 


4 panel unit—scale V 2 full size 


ASSEMBLY DETAIL WHERE 
1" INSULATING GLASS IS SPECIFIED 























































































































































































































































































































































for contemporary homes 


Width of 
Rough 
Opening 
Req’d 


Height of 
Rough 
Opening 
Req’d 


% 2 " Crystal Glass (C) 

’A" Polished Plate Glass (P) 
1" Insulating Glass (T) 


for traditional homes 


Height of 
Rough 
Opening 
Req'd 


Width of 
Rough 
Opening 
Req'd 


1/n" Crystal Glass (C) 

W' Polished Plate Glass (P) 
Vat" Insulating Glass (T) 


A233 


A243 


A253 


A263 


A343 


A353 


A433 


A443 


Specify type of glass (C, P, or T) 
after model number. 


ASSEMBLY DETAIL WHERE 
Vi INSULATING GLASS 
IS SPECIFIED 


General—Rolling glass doorwalls shown on plans are to be Ketcham Model A 
as manufactured by the G. M. Ketcham Mfg. Corp., Glendale 27, New York. 
Material & Construction—Doorwall units shall be fabricated of extruded alu¬ 
minum sections, Alloy 63S-T5. Frame members shall consist of sill track, head 
and jamb members interlocked and securely fastened into a single unit pro¬ 
viding maximum resistance to twist. Stainless steel rolling surface to be 
provided by sheath on roller track in sill. 

Panels shall be constructed with full fitted joints at the corners mechanically 
secured with stainless steel fastenings. 

Glass shall be set in one continuous strip of vinyl glazing channel. Glass shall 
be as specified, (7/32" Crystal, %" Polished Plate, y 2 " Insulating or 1" Insulat¬ 
ing). Rolling glass doors are supplied factory glazed but are so designed that 
field glazing is practical if replacement of glass is necessary. Panels can be 
supplied for field glazing by others when so specified. 

Weatherstrip—Weatherstripping shall be mohair pile lining of highest quality 
so installed as to provide a complete weather seal on interior and exterior of 
each panel. 

Hardware—Rolling panels shall be provided with flush hardware. Units glazed 
with 1" insulating glass shall be supplied with one (1) pull handle on inside of 
inner panel. (Cylinder locks are available.)* 

Screens—Rolling screens shall be fabricated of extruded aluminum frames 
fitted with 16-18 mesh aluminum wire cloth. Screens shall roll horizontally on 
rollers with guides in the sill track. 

Finish—Aluminum frames of rolling panels shall have corrosion resistant Alu- 
milite satin finish. Buck frames can be supplied with Alumilite finish where 
specified.* 

* At additional cost—See price list. 


vertical sections—V2 full size 


JAMB 


HEAD 

(SEE NOTE) 


NOTE: 

WHEN SUPPLIED AS 
A PARTITION BE¬ 
TWEEN INTERIOR 
ROOMS, THE HEAD 
AND SILL ARE MOD¬ 
IFIED TO DUPLICATE 
THE INTERIOR 
TRIM DETAIL ON 
BOTH SIDES OF THE 
PARTITION. 

MUNTIN: 

AVAILABLE FOR 
Vn CRYSTAL AND 
K" POL. PLATE ON 
REQUEST, BUT ARE 
REQ’D WHEN K" 
INSULATING GLASS 
IS SPECIFIED. 


t!l l 

V 2 " INSULATING 
GLASS 


FINISH 
FLOOR LINE 

SUB 

FLOOR LINE 
SILL 

(SEE NOTE) 


A/y 


INTERIOR 


EXTERIOR 


TRACK SHEATH 
STAINLESS STEEL 


rolling glass walls 


MODEL “A” SERIES 


available stock sizes 


specifications 































































































































































































































































































features 



© 


DOUBLE 
WEATHERSTR 



General Note: 

The design of the frame moulding 
and the glazing bead makes possi¬ 
ble the change from crystal or plate 
to y 2 " insulating glass at some 
future time. 


Rigid head member provides continuous 
contact surface for double mohair pile 
weatherstripping. Wide flange on inte¬ 
rior side of buck frame serves as a cas¬ 
ing bead. 


A Sill-Track provides the con¬ 
tact surface for the double 
weatherstrip, which faces the in¬ 
side of the partition and is thus 
protected from ice and snow. 
The multi-ribbed contour of the 
sill presents a substantially even 
tread surface. 

D 

° Condensation and drainage 
is runoff outside through weep- 
holes and drainage channel un¬ 
der the sill. 

r 

For flush floor finish lines on 
both sides of partition an inte¬ 
rior trim moulding replaces the 
exterior threshold. 

^ A stainless steel sheath is 
mounted on the sill for a smooth, 
long wearing rolling surface. 



DOUBLE 
WEATHERSTRIP 


©-©A 

Interlocking and butting stiles are 
fitted with double faced, mohair 
pile, rigid channel type, weather¬ 
strip. 



0 


Latching jambs retain mohair pile 
weatherstrip giving a wiping action 
weather seal. Like the head member 
the wide flange provides a casing bead 
convenient for interior finishing. 



Latch and pull are combined in re¬ 
cessed finger grip. Latch operates 
automatically when panel is opened 
or closed, and is provided with a 
check button to disengage auto¬ 
latch to permit opening of panel 
from the outside. 


SALES OFFICES 

Warehouse stock carried in these cities 

PHILADELPHIA 40, PA. 1022 West Thayer St. 

Tel.: Walnut 5-9287 

BALTIMORE 12, MD. 206 Dumbarton Road Tel.: Valley 3-2540 
WASHINGTON 7, D.C. 3417 M St., N.W. Tel.: FEderal 3-7716 
MIAMI BEACH, FLA. 1426 Alton Road Tel.: Jefferson 4-2092 


REPRESENTATIVES 

THOMAS F. CORAN 406 Wimar Drive, Pittsburgh, Pa. Tel.: FOrest 4- 

ROBERT E. HEINL JR. 3417 M. St., N.W., Washngton, D.C. Tel: FEderal 3-1 

LESTER D. HOEBER 3580 So. W. 13 Court, Fort Lauderdale, Fla. Tel.: Ludlow 3- 
INSTITUTIONAL EQUIPMENT CO., 5701 Detroit Ave., Cleve. 2, O. Tel.: UTah 1- 
A. TAYLOR KENNEDY 729 Boylston St., Bostonl6, Mass. Tel.: Commonwealth 6- 
LITENING SALES CO. 4242 Salem Ave. So., Minneapolis, Minn. Tel.: WAInut 7- 
LUNNY & COMPANY 403 W. Baltimore, Detroit 2, Michigan Tel.: TRI-i 
BERNARD M. MEYERS 5652 Diamond St., Philadelphia, Pa. Tel.: TRinity 7- 

GEORGE H. WALPER 206 Dumbarton Rd., Baltimore, Md. Tel.: Valley 3-: 


See Catalog 27d/Ke 

For Ketcham Medicine Cabinets, Bathtub, and Shower Enclosures 


Printed in U.S.A. 


Plant and Showroom: 70-70—80th Street, Glendale, L. I., N. Y. 


Mailing Address: 70-70—80th Street, Brooklyn 27, N. Y. • Telephone: TWining 4-9000 


23P—Nov. 1959 
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